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DOMESTIC VERSION 
 

Fitting and operating instructions for WaterGuard. 
Should be used in conjunction with the 'Quick Start ' leaflet. 

 
 

Dec 2007 issue.  

In line with our policy of continuous development, WaterGuard reserve their right to alter  
specifications without notice.  

WaterGuard  



 SAFETY  

Please read the instructions carefully before attempting to install and connect the WaterGuard unit.  

KEEP CLEAN - DO NOT LET DEBRIS ENTER THE VALVE  
 
SPECIFICATION  

Flow rates:  

Pressure:  
 
Temperature:  

Power:  

WaterGuard will detect any flow rate greater than 0.5 litres per minute.  

0.35 -10 Bar  
(Contact manufacturer for alternate pressures)  
85C° Max.  

Power version requires 240v AC., 3-amp. fused  

WIRING AND PLUMBING  

Current IEE Regulations: WaterGuard should be installed by a competent installer, in accordance  
with the recommendations laid down by the HVCA and sound engineering practice.  
 
PLUMBING INSTALLATION  

The diagrams will serve as a visual aid, but it is recommended that a competent plumber carries out  

the assembly and installation.  

Connect the pipe or tubing to the valve according to markings on the valve body. Apply pipe  
compound sparingly to male threads only. Ensure compound does not enter valve. Avoid pipe  
strain by proper support and alignment.  

Never hold the Valve or Solenoid when tightening.  
 
HELPFUL HINTS  

We recommend that WaterGuard is installed with a ma intena nce by-pass.  The valve flow switch  
can be fitted vertically or horizontally. Note the direction of the flow arrows marked on the  
Flow Switch and Valve to ensure they are fitted correctly.  

it is the responsibilty of the installer to ensure that the plastic Flow Switch does not affect the  
earth bonding.  
 
MAINTENANCE  

The normal position for the Solenoid is closed. The valve is open only when the Solenoid is  
energised. Clean periodically depending on conditions. Keep the medium flowing through the  
Valve as free from dirt as possible. While in service, the Solenoid Valve should be operated at least  
once a month to ensure proper cleaning and closing.  

 
BATTERIES (if applicable)  

 
1.    Use only the size and type of batteries recorded in the instructions (Size C, 1.5v).  

2.    Do not dispose of the batteries in a fire as the cells may explode.  

3.    Do not open or mutilate the batteries. Released electrolyte is corrosive and may cause damage to eyes or skin. It  
may be toxic if swallowed.  

4.    Handle batteries with care. DO NOT allow the batteries to come into contact with conductive materials such as  
rings jewellery, keys or moisture.  

5.    Do not attempt to recharge the batteries identified for use with this product, it may cause them to explode.  

6.    Never mix old and new batteries. Replace ALL the batteries at the same time. It is recommended that batteries  
be changed every 12 months or when 'Low Battery' is indicated by the Control Unit.  

7.    ALWAYS observe proper polarity (direction). Reverse insertion can be dangerous or cause severe damage.  



 

 

 
 

 WIRING INSTRUCTIONS  

Solenoid Valve, Flow Sensor and Solenoid Valve Connector Block.  

Control Unit  

Connect to control unit  
with 3-core 1mm copper  
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METER VERSION  
 

Fitting and operating instructions for WaterGuard.  
Should be used in conjunction with the 'Quick Start ' leaflet.  

THESE INSTRUCTIONS ARE TO BE LEFT WITH THE USER.  
(APPLICABLE TO THE UK ONLY) 

All wiring should be undertaken by a competent elec trician.  
If in doubt, ask! Call Waterguard on 0114 2208020 

December 2007 issue.  

In line with our policy of continuous development, WaterGuard reserve their right to alter  
specifications without notice.  



 SAFETY  

Please read the instructions carefully before attempting to install and connect the WaterGuard unit.  

KEEP CLEAN - DO NOT LET DEBRIS ENTER THE VALVE  
 
SPECIFICATION  

Flow rates:  

Pressure:  
 
Temperature:  

Power:  

WaterGuard will register every 10 ltr of water used.  

0.35 -10 Bar  
(Contact manufacturer for alternate pressures)  
85C° Max.  

Power version requires 240v AC., 3-amp. fused  

WIRING AND PLUMBING  

Current IEE Regulations: WaterGuard should be installed by a competent installer, in accordance  
with the recommendations laid down by the HVCA and sound engineering practice.  
 
PLUMBING INSTALLATION  

The diagrams will serve as a visual aid, but it is recommended that a competent plumber carries out  

the assembly and installation.  

Connect the pipe or tubing to the valve according to markings on the valve body. Apply pipe  
compound sparingly to male threads only. Ensure compound does not enter valve. Avoid pipe  
strain by proper support and alignment.  

Never hold the Valve or Solenoid when tightening.  
 
HELPFUL HINTS  

We recommend that WaterGuard is installed with a ma intenance by -pass.  The valve/meter can  
be fitted vertically or horizontally. Note the direction of the flow arrows marked on the Meter  
and Valve to ensure they are fitted correctly.  
 
MAINTENANCE  

The normal position for the Solenoid is closed. The valve is open only when the Solenoid is  
energised. Clean periodically depending on conditions. Keep the medium flowing through the  
Valve as free from dirt as possible. While in service, the Solenoid Valve should be operated at least  
once a month to ensure proper cleaning and closing.  

BATTERIES (if applicable)  
 
1.    Use only the size and type of batteries recorded in the instructions (Size C, 1.5v).  

2.    Do not dispose of the batteries in a fire as the cells may explode.  

3.    Do not open or mutilate the batteries. Released electrolyte is corrosive and may cause damage to eyes or skin. It  
may be toxic if swallowed.  

4.    Handle batteries with care. DO NOT allow the batteries to come into contact with conductive materials such as  
rings jewellery, keys or moisture.  

5.    Do not attempt to recharge the batteries identified for use with this product, it may cause them to explode.  

6.    Never mix old and new batteries. Replace ALL the batteries at the same time. It is recommended that batteries  
be changed every 12 months or when 'Low Battery' is indicated by the Control Unit.  

7.    ALWAYS observe proper polarity (direction). Reverse insertion can be dangerous or cause severe damage.  
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